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We take great pride in bringing you the highest quality SUP boards on the market, which will
bring you many years of use and enjoyment.

Your new board is an investment which deserves your care and attention. This manual has
been compiled to help you operate and care for your inflatable SUP kit as optimally as possible. It
contains details of the product, its accessories, and information on its operation and maintenance.
Read it carefully and familiarize yourself with the equipment to ensure safe use and get the most out
of your ERS Inflatable SUP.

We are a small, American owned business comprised of stand up paddling enthusiasts striving to
produce the best performing stand up paddle gear possible. We design all of our products with input
from our team of expert paddlers and partner paddling schools to ensure we produce the finest SUP
gear on the market.

If you have any questions on getting started with your Earth River SUP inflatable stand up paddle
board, any technical issues, or just want advice on anything SUP related we are happy to help - just
give us a call or send us an email.

Keep in touch and let us know what you think of your ERS equipment. If you are enjoying your
purchase, please let others know and spread the word about ERS. Your feedback not only aids
others, but also helps us make better products!

THE WARNINGS CONTAINED IN THIS GUIDE ARE ADVISORIES RELATIVE TO VARIOUS
TYPES OF SITUATIONS. PLEASE OBSERVE THEM AND ALWAYS BE SAFE ON THE WATER.

CONGRATULATIONS ON YOUR PURCHASE OF AN EARTH
RIVER SUP (ERS) INFLATABLE STAND UP PADDLE BOARD.



Before the first inflation, remove the board from the bag, lay it flat on a soft and clean surface, remove
the retention strap (white strap with clip) and unroll the board.

IMPORTANT - Do not stand the rolled or folded board up verticaly on a hard surface, as this
can cause damage to the folded ends of the board if pulled or dragged across a surface, even
momentarily. ALWAYS lay the folded board FLAT, not upright, to avoid damage that will not
be covered by warranty.

If the board was stored at a temperature below freezing, leave it at approximately 20°C / 68°F for 4-6
hours before unfolding and inflation. This reduces stress on the board from unfolding and inflation and
will extend its service life.

SUFFOCATION WARNING - This product is packed in a clear plastic bag to keep it clean. Keep
the bag away from children and dispose of it securely, as it poses a potential suffocation risk.

INFLATION

The use of an air compressor not designed specifically for inflatable SUP boards can be dangerous to
yourself and others and damaging to your equipment. NEVER use a tire compressor to inflate your
SUP. Not only is it ineffective, but doing so can damage your board, will void your warranty and has
the potential to cause serious injury. Please use only the included ERS DUAL ACTION SUP PUMP
or the optional ERS 12VDC ELECTRIC SUP PUMP for inflation and deflation.

ERS boards are equipped with a high quality spring-loaded military inflation valve at the nose or tail of
the board. To inflate, first remove the protective valve cover by twisting it counter clockwise. This will
expose the valve stem at the center of the valve assembly. To get familiar with valve operation,
push down on the valve stem, turn it clockwise 1/4 turn, and release it. This will toggle it
between the open and closed position. See below to identify the open and closed positions. ALL
INFLATION is done with the valve stem in the CLOSED (UP) position and DEFLATION is done in the
OPEN (DOWN) position

STEM UP = CLOSED VALVE POSITION STEM DOWN = OPEN VALVE POSITION

This is the correct position for INFLATION as
the pump hose will depress the valve enough to
allow airflow and it will close instantly to retain

air pressure when removed.

This is the correct position for DEFLATION as it
maintains the opening to the air chamber and

releases all air pressure.

FIRST USE INSTRUCTIONS



ATTACHING THE PUMP HOSE (MANUAL OR 12VDC PUMP)

To attach the pump hose to the inflation valve, first make sure the valve stem is in the
CLOSED position. Hold the hose end fitting against the valve opening, rotate it counterclockwise
while applying slight downward pressure until you feel it seated in the valve, then push down a bit
harder and rotate it CLOCKWISE until it engages firmly and locks in place. TIP: The hose end may
have a tendency to rotate back and disengage due to tension on the hose. If you notice this
happening, simply move and re-orient the pump to a position where it is not pulling the hose in the
direction of disengagement.

PUSH DOWNON THE CLOSED VALVE QUARTER TURN TO SECURE

Push down slightly. The hose pushes the spring
on the closed valve to allow it to open for
pumping and creates an airtight seal.

A quarter turn engages the pump lock
mechanism that keeps the valve open allowing

inflation.

PULL UP THE PVC FROM THE D-RING

STUCK VALVE STEM

The negative (vacuum) pressure inside a deflated board can make it hard to turn the valve stem on
occasion. If this happens, follow these steps to free the valve stem:

Hold the D-ring behind the valve using one or
twofingers. Pull up on and back to slightly
separate the top and bottom surfaces of the

board.

Now that some airspace has been created
around the internal components of the valve,

you will be able to rotate the valve stem freely to
move the valve between the open and closed

position.

ADJUST THE VALVE



This is the fastest way to pump, but the upstroke
will start to get difficult at around 10PSI. When
the upstroke becomes difficult rotate the lever to

switch to single action mode.

The single action mode is best after reaching
pressures above 10PSI. Turn the switch to the
1 position, and the pump will only pump on the
downstroke, allowing a much easier return to the

starting pumping position.

DUAL OR SINGLE ACTION

The ERS Compact SUP Pump is equipped with a selectable dual action mechanism that inflates
on both the downstroke and upstroke. Dual action is enabled by toggling the switch between the 1 or
2 position as is shown in the photos below.

DUAL ACTION - POSITION 2 SINGLE ACTION - POSITION 1

USING THE MANUAL PUMP

Even if you have purchased the optional ERS 12VDC Pump, we strongly recommend familiarizing
yourself with the manual pump, using it to inflate the board at least once, and keeping it on hand as a
backup.

As shown in the figures below, the hose must be screwed into the port securely.

CONNECT HOSE CHECK GAUGE FOR PSI

Tighten the hose connector until secure, but be
careful not to over tighten. The gauge will initially
read "0" and will start displaying an accurate

reading (within 1PSI) after a minimum amount of
pressure is built up in the board.

The built in gauge will register PSI as you inflate
the board. The gauge starts at 7PSI and the

optimal inflation level is 15PSI



ADDITIONAL INSTRUCTIONS

On the first use of your new SUP, inflate the board with the ERS DUAL ACTION SUP PUMP or
the ERS 12VDC ELECTRIC SUP PUMP initially to about 5 PSI to gently stretch the PVC and
leave it for 5-10 minutes. Proceed then to inflate the board to 15 PSI. For detailed instructions
on inflation please visit www.earthriversup.com.

TIP: Proper manual pumping technique uses the entire body. Initially, it will be easiest to pump
using mainly your arms. As the pressure increases, you'll want to bend and extend your legs with
each stroke to make use of your body weight and core muscles. Manual pumping can be tiring, so
take regular breaks when needed.

After inflation to 15 PSI, carefully disconnect the hose from the valve by grasping the hose end
firmly and rotating it counterclockwise until the air pressure ejects it from the valve. Insert the valve
cap and twist it clockwise until it stops. The cap helps prevent air loss or accidental deflation and
also protects the valve from debris.

CAUTION: When removing the hose from the board valve, grasp the hose end FIRMLY to
prevent high velocity recoil of the hose, which can cause serious injury.

MAXIMUM AIR PRESSURE: The correct pressure for this board is 15 PSI. The pressure inside
the board's air chamber increases with higher temperatures, so the PSI may rise above the starting
pressure during use or transport. Likewise, the pressure inside the board may decline in colder
weather. Use the provided handheld pressure gauge to verify correct inflation pressure periodically.

If the board becomes overinflated due to increasing ambient temperature or inflation error, push
down on the valve stem to deflate until you reach the recommended pressure. If the board is
underinflated, re-attach the pump and inflate until the desired PSI reading is attained.



The ERS permanent fins are made of an unbreakable memory plastic that, when bent or
deformed, will return to the original shape with exposure to moderate heat or sunlight.

If a fin gets bent during storage or transport, simply leave it in the sun or outdoors in warm weather
for 10-20 minutes and you will find it will become softer and automatically returns to its original
shape.

It is best practice to not use any other heat source to straighten a fin, as this could cause
damage to the fin material or loosen it from the board. In very cold weather, a hair dryer may be
used to gently warm the fin, but avoid applying heat to the base of the fin where it is attached to the
board, as this could damage the board. Do not use any other heat source to straighten a fin, as
excessive heat can soften the board materials and weaken adhesive bonds.

To minimize bending of fins, we recommend using the included inflatable fin cushions when
transporting or storing your board.

BENT FIN STRAIGHT FIN

This is typical when you first take it out of the
box, when weight has been put on the fins on
land, or when the SUP has been in storage.

A moderate heat source such as the sun will
allow the plastic to become slightly pliable and

easily bent back to the correct shape.

PERMANENT FIN THRUSTER FIN CONFIGURATION

The 'Thruster' fin setup is a configuration adapted from surfboard design which has three equal size
fins set up in a triangular layout with the center fin set towards the back of the board.

For surfing purposes it is designed for a good balance between drive and hold, and these general
principles translate very well to SUP boards, in all types of conditions, including flat water paddling,
surfing, and whitewater.

The side fins are angled toward the nose of the board, which channels water flow to the outside of
the fin to enhance turning speed and manueverability.

This configuration, which has become the most popular setup for surfing, has been adopted to SUP
boards and translates well to all water environments.

Earth River SUP implements the thruster setup using three unbreakable, permanently attached fins,
which is the most carefree fin system available. The fins are impossible to break, cannot be lost or
left behind, and perform well in all water depths, including shallow areas.

PERMANENT FINS



If your board is equipped with a configurable fin system, you'll need to know some basics to care for
your fin system and help you choose which fins to install before a paddling session.

SELECTING THE RIGHT FIN SETUP

Generally speaking, a longer center fin is used for distance and speed paddling, as it keeps the
board tracking straighter. Shorter fins are better for quick turning and for paddling in shallow waters.
Using three short fins instead of a single long center fin can provide comparable speed and tracking
with the advantage of not bottoming out in shallow water. Using side fins alongside a long center fin
further increases tracking and adds some lateral movement control, especially in conditions with
wind and currrents.

Select your fin setup primarily based on water depth and obstacle clearance, and secondarily to
optimize performance based on conditions and padddling goals. A configuration that works well in
most situations is the 4.5" center fin and two 4.5" side fins, which can be a good choice when
starting out. Visit www.earthriversup.com for a more complete rundown on fin configurations for
various situations.

CAUTION! - An adult paddler can leverage force several times their body weight when falling
or turning, and this energy can be transfered to the fin box in case of impact. Paddle
boarding is not meant to be a contact sport, and fin box breakage is not covered under
warranty

Please use appropriate sized fins for your conditions, and realize that impacts, dragging, or bending
can damage your fin box and your paddle board. If you are unsure of the conditions, use a shorter
fin set until you are familiar with the environment.

PLACE SCREW + PLATE IN SLOT LEAVE PLATE AND REMOVE THE SCREW

Use the thumbscrew partially screwed into the
plate to position the plate in the fin box track. Set
the plate into the center of the box and slide it
toward the end of the track that will match up

with the hole in the fin.

Remove the thumbscrew from the plate.

The plate may slide around a little at this point,
but you can easily reposition it by pushing on it

with the thumbscrew.

CENTER FIN INSTALLATION

The center fin box uses a fin screw and plate which is included in the LRC™ fin set. Place the
screw inside the center of the box and slide the plate forward or backwards to match up with the
hole in the fin. Unscrew the thumb screw from the plate and insert the center fin into the fin box so it
aligns to the plate.

REMOVABLE FINS



The fin base will slide along the track. Don't
worry to much about fin position right now, as
you just want to lightly set the screw before

moving the fin to its final position.

Set the fin screw in place and screw it into the
plate. Once you have engaged the screw with
the plate, slide the fin up or down to your

preferred location in the box, then tighten to
secure.

IMPORTANT - NEVER force or overtighten a fin or screw as it can potentially damage the fin
box which will require repair.

SIDE FIN INSTALLATION

Insert each side fin into the slots on the fin box and then push it back toward the rear of the box.
The fin can be secured using two of the optional supplied grub screws at opposite corners.

IMPORTANT - Side fin boxes should be protected when around rocks and in high velocity
situations. Damage can occur from contact with fins and precautions should be taken to
prevent impact.

POSITION THEN CLICK INTO PLACE TIGHTEN SCREW - OPTIONAL

Side fins should be pushed into place and then
clicked back toward the rear of the box. A muted
click will result and the fin will be set in place. Do
not allow weight / pressure on the board
when it is on land as damage can result.

For most paddling, securing the screws is
optional (required for 2" fins) but if in an area

where impact is likely, it is best to leave the grub
screws out and lose a fin rather than breaking
the fin box (expensive repair) or paddle without

side fins attached. Screws should be
advanced just until they make contact with
the fin base. Overtightening can damage the

screw hole.

Insert the end of the fin base with the metal pin into the center of the box and slide it toward one
end of the fin box to line up the hole at the other end with the screw plate that was positioned in the
previous step.

SLIDE RAIL END TO ALTERNATE SIDE ALIGN SCREW TO PLATE AND TIGHTEN



Positioning the center fin forward results in a
tighter turning arc and adds to the

responsiveness of the board. This is the best
position for most paddlers as ERS fin

configurations have been set up with this as the
optimal position.

Positioning the fin further back aids in tracking
straighter. TIP: In shallow / fast water

environments ways leave at least half an inch
space at the back of the box so in case of

impact the fin has a small area to slide back an
absorb some of the force.

FIN BOX CARE AND BEST PRACTICES

ERS FIN boxes are engineered for any water environment, but like anything with connecting parts
they require some care for optimal performance and longevity.

IMPORTANT - For boards with removable fins, added weight should not be placed on the
board while it is on a solid surface. This includes not standing or laying on the board, and
attention should be paid to kids and excited large pets jumping or climbing onto it.

IMPORTANT - An installed center fin is not designed to support weight on land, and
significant damage can occur if weight is added and force applied. It is best practice to have
your board on its side or, on soft surfaces, fin side up. The LRC™ fin box can handle the weight of
the board so as long as further weight isn't applied, so it is safe to leave the board deck pad side up
briefly while you prepare for entry into the water just heed caution around others.

Please ensure when launching that you have plenty of clearance for your fins in the water before
climbing onto your board.

Replace any fin that has been damaged or is showing signs of deterioration. This could
compromise performance and pose a potential safety risk and damage from snagging on unseen
objects.

CAUTION - Avoid bending the fin boxes when folding the board for transportation. For
correct board folding technique and videos please see www.earthriversup.com/info

Fin boxes can be replaced in the event of damage, though it is a difficult job that can only be
performed by an expert skilled in the technique. Do not attempt to remove or replace any fin box by
yourself it could cause irreparable damage to the board and result in injury due to the tools
required.

Placing the fin forward in the box will result in tighter turning and will allow the fin to slide back
slightly in the event of impact.

SET FORWARD - MORE RESPONSIVE SET BACK - BETTER TRACKING



ASSEMBLE HARDWARE ADJUST TENSION SCREWS

Lock the middle piece (3-piece variants only)
into place and secure with the latch. Secure the
handle shaft (2-piece and 3-piece variants) in a
similar manner by aligning with the track and

then securing the latch.

On first use, tighten the screws on the latch
assemblies just enough so that when the latch is
closed there is no movement at the joint (for 3-
piece paddles) and at the telescoping shaft (for
2-piece and 3-piece paddles). Use the minimum
amount of screw tightness to prevent movement,

but do not overtighten.

ERS paddles have an adjusting scale on the
shaft which is keyed to user height. The
markings on the shaft correspond to the

suggested initial setting for the user's height,
ranging from 5' to 6'6". From there, you can
adjust the length to suit your arm reach or

paddling style.

RINSE, DRAIN, AND DRY

Remember to rinse and dry the parts of your
paddle after a paddling session and remove any

water than may have gotten into the shaft.
Following this routine will keep your paddle at

peak performance for many years.

ADJUST LENGTH FOR YOUR HEIGHT

ERS PADDLE INSTRUCTIONS
Earth River SUP paddles are designed to compliment the performance of our boards and come in a
range of configurations.When you are paddling, the blade face with the brightly colored
graphic should face FORWARD for the paddle to be in the correct orientation.

Avoid contact with rocks or other hard surfaces, as this could damage the paddle, especially in
situations where a paddler's body weight is leveraged during a fall.



SECURE VELCRO STRAP TO D-RING WRAP CUFF AROUND ANKLE OR CALF

Attach the strap at the end of the leash to the D-
Ring at the tail of your board. Separate each of
the three velcro closures, push one side of the
strap through the D-Ring, then rejoin each of the
velcro closures in sequence. When properly
attached, it will look like the photo above.

Secure the velcro padded cuff anywhere from
your ankle to just below your knee, with the cord
extending back toward the tail of the board.

DO NOT USE ONMOVING RIVERS

For long lasting perfromance, rinse your leash
with fresh water after use and allow to dry before

storing.

RINSE AND DRY AFTER USE

On moving rivers, always use a leash that
attaches at waist level with a quick release

mechanism to be used in case of entrapment.

At this point in time ERS does not manufacture a
commercially available quick release leash but
we are happy to make recommendations or
provide instructions to skilled paddlers who

understand the dangers, risks, and
recommended precautions involved in this area

of the sport.

ERS SUP leashes are designed to be worn comfortably around the ankle or calf and come in
several cord configurations for different paddling environments and board lengths. In general,
coiled leashes are preferred for flat water, straight leashes are preferred for surfing, and hybrid
straight/coiled cords are appropriate for usage on any type of water.

ERS LEASH INSTRUCTIONS



FOLD FROM THE NOSE

Lay the deflated board facing up on a flat, soft
surface and start folding from the nose toward
the tail. Ensure the valve is in the down (open)

position.

Use both hands on the side of the rail to create
a folding line and continue to fold the board. Use
your body weight to push the air out of each

section as it is folded over.

The iniitial folding technique is the same for
boards with removable fin boxes or permanent

fins.

CONTINUE FOLDING AND PUSHING AIR OUT

For both types of board and all board sizes,
getting the last fold roughly near the end of the

arch bar will make the next steps easier.

Proper folding of your ERS Inflatable SUP will make it easier to fit in the rolling backpack for travel
and will keep the board better protected in transit or storage. Folding is easier when all the air is
removed with the 12VDC electric pump but can be done efficiently using these instructions that use
your body weight to remove the remaining air.

The methods detailed below will offer the best protection to the board’s deck pad while allowing you
to fold the board compactly.

FOLDING INSTRUCTIONS

PUSH THE AIR OUT

FOLD NEAR ARCH BAR

IMPORTANT - If a fin box aligns on a folded area do not bend the box. Unfold about
halfway and do slightly different fold to ensure the fin boxes align correctly.

As you get toward this point in the folding process, it’s a good idea to make sure you have the
white buckle strap close by so that you can secure the roll as soon as you complete the last
folds for the fins (permanent fin models) or fin boxes (removable fin models) as described in
the next section.



PERMANENT FIN BOARDS - FINAL FOLDS

Replace the valve cap. Make the last fold at the
leading edge of the center fin so that the fin is
facing up at the top of the roll. Roll the tail patch

section in reverse.

Secure with the strap and use the optional
cushions to cover the fin boxes for transport. Do
not stand the board upright on its rolled
edge. Keep the board flat when folding and

securing the strap.

Replace the valve cap. Make the last fold at the
leading edge of the center fin box so that the fin
box is facing up at the top of the roll. If the

center fin box folds on the corner or the side fin
boxes are bending, unroll and re-adjust.

REMOVABLE FIN BOARDS - FINAL FOLDS

Fold the last few inches of the tail back over the
end of the fin box and secure the roll with the
buckle strap. Do not stand the board upright
on its rolled edge. Keep it flat and lift the board
onto the strap - or - slide the strap underneath to

complete folding.

SECUREWITHWHITE STRAP

SECUREWITH THEWHITE STRAP

The fin box should not be put under stress.
Never force or fold tightly on the edges of the

center or side fin boxes.

AVOID BENDING FIN BOXES

If you don't need to deflate it for travel or
transport your board can stay inflated all season
in warmer weather. Keep it out of direct sunlight

when not in use.

YOU CAN KEEP IT INFLATED



GENERAL GUIDE

- Always rinse your board thoroughly with fresh water before storing. A garden hose with a spray
attachment works well. You can use mild soapy solution and a clean rag or kitchen towel to remove
any stubborn marks on the PVC.

- Do not use strong chemical detergents, cleaners, bleaches, solvents or any type of silicone-based
products. Make sure the product is completely dry before putting it away for long periods of time to
prevent mould or mildew growth. Inspect the board after each use and store in a clean and dry place
between uses.

- Remember to unscrew and remove the center fin and keep the screw and plate screwed onto the
end of the fin so you do not lose them. Store the fin in the pocket of the Rolling Backpack or your
LRC™ Fin Bag. It's best practice to leave the grub screws in the side fin boxes after loosening them
to remove the fins, as they are easy to lose.

- To deflate, unscrew the valve cap and open the valve to the down position until it locks. Give it a
couple of minutes or so to completely exhaust and relax itself and use your pump to remove the
remaining air to make rolling easier.

- Rolling your board: Keep the D-ring retention strap handy near the end of the board so you can grab
it easily when you are finished rolling. Starting at the nose roll the board up semi tightly - it is a bit
hard at first but gets easier as the roll gets larger and you use the weight of the roll to flatten what is
ahead of you. When you have finished rolling the board, wrap the retention strap around the roll
buckle the ends of the strap together. NEVER put pressure on the fin boxes while rolling or
folding the board, as this could damage or warp them.

- If rolling from the tail, it is best to first remove all air from the board using your pump in deflate mode.
For tips on rolling your board, please see www.earthriversup.com for detailed instructions and video.

- Packing in the ERS Rolling backpack: The easiest way (particularly if you are by yourself) is to lay
the board flat into the bag and then turn the bag right-side up to let the board settle to the bottom of
the bag. Be VERY careful you do not drag the board on concrete as this may damage the board
material. If you have rolled it up tightly enough you will have plenty of room on the sides in the bag
and in the center of the rolled board to store the paddle, pump & repair kit.

- When storing your inflatable, keep it in a clean and dry place that is not affected by major variations
in temperature and other damaging factors. You may store it deflated and rolled up in the bag or
inflated up to 10-12 PSI. Store it securely away from rodents and any other chewing animals - they
like rubber, as do domesticated pets.

VALVE

- The inflation / deflation valve is maintenance free, but use caution during inflation/deflation or any
time the valve cover is off not to get sand, dirt, debris or water in the valve. A valve wrench is included
in the repair kit that can be used to tighten or remove the valve if required.

- The valve consists of two parts that screw together and seal onto the inner and outer surfaces of the
PVC deck when tightened down. Should this seal start to loosen up, the valve wrench is included to
re-tighten the valve. The valve should not require any maintenance, but it is easily replaced. Please
contact us for instruction before attempting any maintenance or repair on the ERS valve.

CLEANING - DEFLATING - STORAGE



WARRANTY
Earth River SUP boards (Including Manual Pump + Rolling Backpack) are warranted to be
free from manufacturing defects in materials and workmanship for a total of twenty four (24)
months from date of purchase - when the product is used for intended recreational
purposes.

This warranty does not cover any puncture, cut or abrasion, other damaged sustained in use,
improper storage or transportation.

This warranty does not cover damage to fins or fin boxes sustained in use - or - improper storage or
transportation.

If this product is found to be defective, the owner must return it to the place of purchase with the
original sales receipt and have the store inspect the board . The seller or dealer is responsible for
contacting contact Earth River SUP to file the claim. If Earth River SUP approves the claim then a
Return Merchandise Authorization (RMA) number will be issued.

On inspection of any product found defective, Earth River SUP shall either repair or replace the
defective part or item. Earth River SUP shall not be held liable for incidental and consequential
damages. There are no warranties which extend beyond this description. This warranty is inclusive
in lieu of all other warranties.

Return shipping for any warranty claim is the responsibility of the customer. Earth River SUP will
cover the cost of shipping the repaired or replacement product to the customer.

This warranty gives you specific legal rights and you may also have other rights, which may
vary, from country to country, state to state, or county to county.

Limitations to the application of this warranty are as follows -
• The product must not be modified or retrofitted or used in any activities outside normal
recreational use (such as rentals, professional usage, or any other use not normally deemed
recreational in nature).
• Use in excess of the recommended maximum load capacity is not covered.
• Pressure recommendations, inflation / deflation and handling procedures must be strictly
observed.
• Correct maintenance and storage procedures must not be neglected.
• Earth River SUP reserves the right to repair or replace any part or board with components under
current manufacture in new or refurbished condition at its sole discretion. ERS can not guarantee
repair or replacement of exact or like models and equipment.
• This warranty does not cover parts and accessories not supplied by the Earth River SUP or
defects resulting from the installation of such equipment.

DUE TO THE SPECIALIZED DESIGN OF AN INFLATBLE PADDLE BOARD ALL REPAIRS
UNDER WARRANTY MUST BE PERFORMED ONLY BY EARTH RIVER SUP AUTHORIZED
REPAIR AGENTS.

INTENDED USE

This product is designed and manufactured in accordance with our standards only for the specific
use of recreational stand up paddle boarding.

Any modifications, transformations or use of the product other than indicated by the manufacturer
could result in serious risks to the user.



SAFETY PRECAUTIONS
GENERALWARNINGS

- Stand up paddleboarding is a safe sport when proper precautions are followed, but please note the
use of this product potentially exposes the user to unexpected risks, dangers and hazards.
- Always use extreme caution when using this product. Never act in a careless manner on the water
at any time. Misuse of this product may result in serious injury or death to yourself or others.
- You are responsible for your own safety and the safety of others around you when using this
product.
- If you are under the age of 18, you must have a parent or legal guardian read these warnings and
safety precautions and consent to the use of this product by a minor. NEVER use this product without
adult supervision.
- Do not use this product if you are under the influence of alcohol, drugs or medications.

IMPORTANT SAFETY RULES

- Before using this product, the user should take lessons from a certified SUP instructor from a
recognized paddling authority. This product should not be used by anyone who has not received
instruction in stand up paddle boarding and is comfortable in the water with the ability to swim
effectively and reliably in the case of an emergency.
- Always wear a US Coast Guard Approved personal flotation device when using this product. This
product is not a personal flotation device and should never be relied on to be one.
- Never use this product without a proper secured leash in any body of water. A loose stand up
paddleboard in the water can be dangerous to you and others around you. Failure to use a paddle
board leash may result in serious injury or death.
- Examine your paddle board leash after each use and replace it if you see any sign of wear.
Any leash used in moving river water should be equipped with a quick release mechanism to prevent
entrapment, which can lead to drowning. Take a river-specific lesson from a certified SUP instructor
and obtain appropriate experience before venturing into rivers or streams.
- Always wear a helmet and appropriate footwear when using this product in rocky or otherwise
hazardous conditions.
- Always paddle with an experienced partner when using this product in case of an emergency and be
aware of basic safety signals to communicate danger and recovery from falls.

WEATHER CONDITIONS AND LOCATIONWARNINGS

- Always observe current US Coast Guard rules and local state and county regulations when using
this product. For updated information on the US Coast Guard regulations please review this site -
https://www.dco.uscg.mil for updated information on life vest regulations.
- Never use this product in high wind. Using this product in high wind conditions may result in serious
injury or death.
- Use caution when carrying this product. Carrying the board in windy conditions may result in serious
injury to yourself and others around you as the board can be propelled and difficult to control in wind
gusts.
- Never use this product in thunderstorm or similar weather conditions.
- Never use this product in conditions that you do not have proper training and experience paddling in
(such as, but not limited to, high surf, riptides, currents, or river rapids).
- Never use this product near other boat traffic, or watercraft.
- Never use this product near crowded beaches or in crowded waters. Be sure to keep a safe
distance from swimmers and other water users to ensure injury does not occur.



CORRECT PSI FOR STORAGE

If you leave your product exposed to the hot sun for an extended period check the pressure
before use or storage and deflate it slightly, otherwise the material could become overstretched.

Be conscious of the temperature(s) you are operating in. The ambient temperature affects the
boards internal pressure: a variation of 1 °C can cause a variation of the pressure in the borad
of .05 lbs. DO NOT LEAVE YOUR BOARD INFLATED AT FULL OPERATING PRESSURE IN A
HOT VEHICLE - IT WILL EXPAND DUE TO HEAT AND CAN POTENTIALLY RUPTURE AND
POSE A SIGNIFICANT DANGER TO PERSONS AND PROPERTY.

OFFSHOREWINDS AND DANGEROUS CURRENTS

- Get informed on local regulations and hazards related to this sport and other water activities.
- Learn about your paddling area. Ask locals about tides and currents and offshore wind potential
- Be careful that you do not overestimate your strength, your endurance or your skill.
- Be careful never to underestimate the forces of nature and inherent hazards.
- Do not exceed the authorized number of persons or weight for this product.
- Avoid all contact with sharp objects suck as rocks or dead trees / branches and be aware of what
is below the surface of the water.

Do not drag the board across pavement or similar hard and abrasive surfaces when inflated or
especially when rolled up or folded. This can cause serious damage to the board which is not
covered under warranty.

Do not stand on, or allow anyone to lay, sit, or stand on a board with removable fins / fin boxes
while on land or in water shallower than the fin depth. Do not add addtional weight to the board in
similar circumstances. The can cause damage to the fin box which can break and this is not
covered under warranty.

Do not leave the deck pad sitting in the sun for extended periods unattended. This will shorten the
life of your deck pad and its best to cover it with a towel, or simply angle it away from direct sun
exposure.

SUP is not a contact sport. Fin box breakage or other damage can occasionally result from heavy
contact with rocks or unseen sharp objects. If you choose to paddle in shallow or rough water
environments, you are assuming the risks of doing so and are advised to take steps to minimise
damage to your equipment.

Wear a lifejacket / PFD and appropriate safety gear at all times out on the water. These not only
protect you in the case of an accident, it sets a precedent for water safety that should be adhered to
by all.

STAND UP PADDLING CAN BE AN INHERENTLY RISKY ACTIVITY THAT CAN RESULT IN
SERIOUS INJURY OR DEATH

In no event shall EARTH RIVER SUP be liable for any direct, indirect, punitive, incidental, or
special consequential damages to property or life, whatsoever arising out of or connected
with the use or misuse of our products.

IMPORTANT TIPS



© EARTH RIVER SUP 2021. This document and its contents cannot be distributed, copied, shared, or
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RIDE AT A DIFFERENT LEVEL


